TECHNICAL DATA

Sepson H35K
Featuring Higher
Line Pulls

2 Max Pulling Force (Low/High)
'% Bottom Rope Layer 35,000 /17,500 lbs
2 Top Rope Layer 24,000 /12,000 lbs
3
& Max Rope Speed (Low/High)
S Bottom Rope Layer 17 [ 33 ft/min
E Top Rope Layer 21/ 41 ft/min
3
Max Qil Pressure 2,500 psi
Max Qil Flow 18 gpm
Rope Drum Diameter 9.06"
Rope Diameter 3"
ASK US ABOUT D/d 13141
SNATCH BLOCKS No of Rope Layers 4
+ OTHER WAYS Rope L / Wt 164 ft / 243 lbs
TO ACCESSORIZE. Winch Wt 550 lbs
H35K Free Spool Underwound Overwound
g
2 6336-005 Pneumatic X
'§ 6336-006 Pneumatic X
°
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Sepson H35K
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SEPSON WINCHES

+ Built to military standards for commercial towing
+ Highest caliber durability

+ Compact designs for side-by-side fitting
and more narrow footprints

Reliable, dependable, uncomplicated, and safer.
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Compliant to SAE J706

Learn more about how, together,
Sepson and Vime Winch Lines
offer tow operators more power
and more flexibility.
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