TECHNICAL DATA

Sepson H50K-%"
Built to be
Rotator Ready

@ Max Pulling Force (Low)
-% Bottom Rope Layer 50,000 Ibs
2 Top Rope Layer 35,700 lbs
2
& Max Rope Speed (Low/High)
g Bottom Rope Layer 10 / 36 ft/min
£ Top Rope Layer 17 | 55 ft/min
3
Max Qil Pressure 2,600 psi
Max Qil Flow 20 gpm
Rope Drum Diameter 10.4"
Rope Diameter 3"
ASK US ABOUT D/d 14.91
SNATCH BLOCKS No of Rope Layers 4
+ OTHER WAYS Rope L / Wt 200 ft / 287 Ibs
TO ACCESSORIZE. Winch Wt 1,070 Ibs
H50K-%4" Free Spool Underwound Overwound Left Hand Right Hand
g
2 6334-127 Pneumatic X X
©
S 6334-128 Pneumatic X X
>
3 6334-129 Pneumatic X X
]
E° 6334-130 Pneumatic X X
-_—
(S \ MILITARY GRADE
\ggﬁggl WINCHES FOR YOUR @sepson_usa sepson-usa.com 412.212.6769
~ TOW EQUIPMENT



Sepso n H50K-34" TECHNICAL DRAWINGS

Underwound Left Hand Model

Underwound Right Hand Model

-
E.IH@ Compliant to SAE J706
T&E.:F-" =» Scan to view Technical Drawings
IES#d2q  for the H50K-%" Overwound Models.

SEPSON WINCHES

+ Built to military standards for commercial towing Learn more abOUt hOVV/ together/
+ Highest caliber durability Sepson and Vlme Wlnch Llnes

+ Compact designs for side-by-side fitting

and more narrow footprints Oﬁer tow Operators maore power
Reliable, dependable, uncomplicated, and safer. and more f/ele/I/ty
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